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SURFACE CLEANER

POWERED BY MICROBIAL TECHNOLOGY

FEATURES

APPLICATIONS

Microbe-powered concentrated formula with superior 
capabilities which eliminate waste disposal costs
Designed for use in any automated spray cabinet

Consistent performance with quick breakdown and removal 
of oil and grease
Economical: Dilute 16 ounces per 5 gallons of water

No VOC’s, pH neutral, caustic and solvent-free, non-flam-
mable and non-hazardous
No health and safety risks

Contains corrosion inhibitors to prevent flash rusting

NSF & EPA certified 

Automatic spray washer/cabinet and handwash - for use on copper and brass as well as 
rubber, plastic, painted and all washable surfaces - degrades gasoline (BTEX), diesel, 
motor oils, fuel oils, grease, anti-freeze, hydraulic, brake, ATF and cutting fluids as well 
as animal and vegetable oils and heavy synthetic oils and greases
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GUIDELINES
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For use in non-ultrasonic automatic parts washers. Wear personal protection equipment 
including gloves and goggles at all times while using product. Follow manufacturer’s instruction 
for the safe use of equipment. Add 500 grams of BioRem-2000 Parts Cleaner Powder to 20 liters 
of water. Type, age, build-up of soils and soil load, concentration and frequency of use will 
determine cleaning time and life of solution. Drain excess oil and fluids from parts before placing 
in the solution. Do not pour any type of oils and fluids into solution for disposal purposes. Do not 
mix chlorinated solvents, other cleaners or chemicals into the solution. Agitation and aeration 
are essential for microbial growth and continuous circulation is recommended. For best results, 
the temperature of the solution should be around 40°C., not to excced 50°C. Filters for 
removing solids must be cleaned (if applicable) and/or solids removed from bottom of reservoir 
periodically. A significant decline in cleaning may be due to heavy buildup of soil and/or solution 
concentrate is too low or over used due to repeated usage. Used solution should be discarded 
safely and a new batch should be introduced.
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  Surface Cleaner, Oil Digeste, Parts Cleaner Liquid, Fuel Vanish, Oil Vanish, Rust Vanish.
OTHER PRODUCTS

PARTS CLEANER POWDER


